





OFFICIAL PROCEEDINGS

VILLAGE OF DARIEN PLAN COMMISSION MEETING
Thursday, November 9, 2023 - 6:00 PM

Darien Village Hall

24 N. Wisconsin St., Darien, W1 53114

1.

5.

Call to Order. In President Jane Stile’s absence, Trustee and acting Chairperson Ken Truckey called
the meeting to order at 6:00 p.m. at Darien Village Hall and via Zoom teleconference.

Roll Call. Trustees Ken Truckey and Kevin Atkinson and citizen members Dean Logterman, Jim
Stirmel, Steve Kastning and Tom Carney were present. Village President Jane Stiles was absent.
Administrator/Clerk-Treasurer Lindsey Peterson was also present.

Approval of minutes from the August 29, 2023 Plan Commission Meeting. Mr. Stirmel made a
motion to approve the minutes from August 29, 2023. Mr. Logterman seconded, and the motion
carried 6-0.

Discussion and possible recommendation to the Village Board on a Petition for Direct Annexation
by Unanimous Consent submitted by Bob Fettig/Fettig Industries for approximately 2.08 acres
located at N2866 Foundry Road, Darien (Parcel Number BD 3300011). Ms. Peterson presented the
annexation materials and the review letter from the State of Wisconsin Department of
Administration. She stated that the proposed annexation plat submitted was provided to the state
for review and the state responded with the decision that the annexation was in the public interest,
and no changes were recommended at this time. She stated the annexation and requested rezoning
of the parcel, as well as the certified survey map in the works, will allow the driveway for the existing
neighboring industrial facility to be moved and a future expansion of the Tankcraft building to occur.
Mr. Logterman made a motion to recommend the Village Board approve the petition for direct
annexation by Bob Fettig for parcel BD 3300011. Trustee Atkinson seconded, and the motion carried

6-0.

Public Hearing regarding an application submitted by Bob Fettig/Fettig Industries, for a Zoning
Map Amendment for the property located at N2866 Foundry Road, Darien (Parcel Number BD
3300011) to apply permanent zoning of Urban Industrial (Ul) to the entire parcel. Trustee Truckey
made a motion to open the public hearing. Mr. Stirmel seconded, and the motion carried 6-0. There
was no participation. Trustee Truckey made a motion to close the public hearing. Trustee Atkinson
seconded, and the motion carried 6-0.

Review, discussion and possible recommendation to the Village Board regarding the Zoning Map
Amendment for N2866 Foundry Road, Darien (Parcel Number BD 3300011). Ms. Peterson
presented the memo from Zoning Administrator/Code Enforcement Officer Ms. Markley. She stated
that the proposed zoning amendment is consistent with the Village’s Comprehensive Plan-Future
Land Use Map. She stated that all property owners were noticed as required, and the Village
received no concerns regarding the rezoning of the property to Urban Industrial. Trustee Truckey
made a motion to recommend the Village Board approve the Zoning Map Amendment for Parcel
Number BD 3300011. Mr. Carney seconded, and the motion carried 6-0.

Set next meeting date, if necessary. Ms. Peterson stated that the Village had received some plan
sets, and once staff review is completed, she would reach out to Plan Commission members to set
another meeting date.



8. Adjournment. At 6:15 p.m., Trustee Atkinson made a motion to adjourn the meeting. Mr.
Logterman seconded, and the motion carried 6-0.

Respectfully Submitted,
Lindsey Peterson,

Village Administrator/Clerk-Treasurer

Date approved by Plan Commission:
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Village of Darien
Storm Water Management Facility
Document Number Maintenance Agreement

Owner/Developer:  Tankcraft Corporation
Governing Body:  Village of Darien

The owner/developer and the Governing Body do hereby enter into this
agreement, in accordance with the Village of Darien Municipal
Ordinance, for the routine and extraordinary post construction
maintenance of the storm water management facility installed for the
use and benefit of the development and property described below. This
agreement includes the following exhibits:

Exhibit A: Location Map of Storm water Management Facilities
Recording Area

Exhibit B: Prescribed Facility Maintenance Practices and
Procedures Name and Return Address

Exhibit C: Legal Description Tankcraft Corporation
ATTN: Robert Fettig
N2900 Foundry Rd
Darien, W1 53114

Parcel No.: QvD 00150

Identification of the party responsible for the perpetual maintenance of the storm water facilities; Tankcraft Corporation
and/or any owner of record assigned an interest by the Owner/Developer (Operator). The operator is hereby obligated
to maintain the storm water facilities in accordance with the practices and procedures set forth on Exhibit B.

The Governing Body, its administering authority, assigns, or designees, is granted access to and upon the described
property to evaluate and inspect the storm water management facilities as necessary to ascertain that the practices are
being maintained and operated in accordance with this agreement and the Village of Darien Municipal Ordinance. The
administering authority shall maintain, as a public record, the results of the site inspections, shall inform the Owners of
the inspection results, and shall recommend any corrective actions required to bring the storm water management
practice into proper operating condition. Upon notification to the operator from the administering authority of
maintenance deficiencies that require correction, the specified corrective actions shall be undertaken by the operator
within a reasonable time frame, as set forth by the administering authority. The administering authority is authorized to
execute the needed actions identified in any inspection report, if the operator does not initiate the required corrections
within the specified time period. The cost, plus administrative charges, of any work executed by the administering
authority to correct maintenance deficiencies shall be assessed and entered upon the tax rolls of the operators of such
storm water facilities by the Village, pursuant to §66.0627 Wis. Stats. and/or the applicable ordinances.

This agreement does not cover improvements or infrastructure dedicated to the public and accepted by the local
municipality, to include gutters, culverts, roadside ditches or storm water appurtenances, whether located within the
public right-of-way, easements or upon private property.

To these covenants and this agreement the Operating hereby binds themselves, their heirs, executors and assigns forever.




Village of Darien
Storm water Management Facility
Document Number Maintenance Agreement

IN WITNESS WHEREOF, the Developer and the Village of Darien have caused this agreement

to be signed this day of , 2024,
“DEVELOPER”
Tankcraft Corporation (developer) (Date)
State of Wisconsin )
) ss.

County of Walworth )

Personally came before me this day of , 2024, the above named to me
known to be the persons who executed the foregoing instrument

and acknowledged the same.

Insert Name
Notary Public, Walworth County, WI
My commission expires:

“Village of Darien”
By: Village Chairman (Date) By: Date
Village Clerk/Treasurer
State of Wisconsin )
) ss.
County of Walworth )
Personally came before me this day of , 2024, the above named to me

known to be the persons who executed the foregoing instrument

and acknowledged the same.

Insert Name
Notary Public, Walworth County, WI
My commission expires:




Village of Darien
Storm water Management Facility
Document Number Maintenance Agreement

EXHIBIT A: Location Map of Storm Water Management Facilities

FIGURE 1: STORMWATER FACILITY

T ] PG T F [ T ] K [ L W | &[0 1 _F ] o J_R"_T 8 T | w | Vv | W ] ¥ | ¥ 1 2 Qagay

SITE PLAN

PLASTICRAFT

110 BADGER PARKWAY, DARIEN, W, 53114
PERMIT SET

T & T = T &8 1T e ] e T < T &1 & 1T s T v T % ] =

CLCTTE

S~ TP T e [ o |

T O A A S e T < S | Y P T EY T . S PR T e L P B ) S C W TR 7 I S Y I T 72 B S FR S B 3




Village of Darien
Document Number Storm Water Management Facility
Maintenance Agreement

FIGURE 2 - STORMWATER BMP SERVICE AREA
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Village of Darien
Document Number Storm Water Management Facility
Maintenance Agreement

FIGURE 3 - STORMWATER FACILITY DETAILS
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Village of Darien
Document Number Storm Water Management Facility
Maintenance Agreement

FIGURE 4 - EROSION CONTROL DETAILS
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Village of Darien
Document Number Storm Water Management Facility
Maintenance Agreement

FIGURE 5- STORMWATER BMP AS-BUILT CERTIFICATION



EXHIBIT B

Prescribed Facility Maintenance
Practices and Procedures

l. ROUTINE MAINTENANCE
a. Vegetation

Side slopes, embankments, and emergency spillways that are not rock lined, which have been
planted with turf grasses, should be mowed at least twice a year to prevent woody growth and
control noxious weeds.

More frequent mowing, typically once a week during a normal growing season, is recommenced
for aesthetic and allergy control purposes.

Native grasses should be mowed to a height of 6” in mid to late summer or after they have
achieved a height of 1-1/2 feet during the first growing season. Further mowing in subsequent
growing seasons will not be required.

If possible, the native grass area should be burned off every three to four years in the spring of the
year. Check local burning regulations as permits may be required.

If burning of the native grass areas is not possible, a 5 to 8” mowing every 3 to 4 years may
suffice as a substitute management technique. The mowed area should be raked and performed in
the spring.

b. Inspections

V.

Inspections of the ponds shall be completed according to the time intervals indicated on the

attached “Detention Pond Operation, Inspection, and Maintenance Report Form” or after

significant rainfall events.

The inspections should be completed during wet weather conditions to determine if the ponds are

functioning properly.

Inspection priorities shall be as follows:

Inspect the embankments for subsidence, erosion, cracking and tree growth.

Inspect the condition of the emergency spillways and overland flow paths.

Inspect the ponds for accumulation of sediment.

Inspect the outlet control structures for clogs, debris and material failures.

Inspect upstream and downstream channels from an erosion perspective.

Inspect any modifications that may have been done to the ponds following their initial

construction.

7. Inspect the side slopes of the ponds for erosion, slumping, cracking or woody plant
materials.

Documentation of the inspections should be completed using the attached “Detention Pond

o akswhE

Operation, Inspection, and Maintenance Report Form” and filed. Documentation should include
as a minimum:

Inspectors name, affiliation and professional credentials if applicable.

Date, time and weather conditions.

Approximate rainfall total over a 24 hour period if applicable.

Existing embankment, outlet and inlet conveyance systems and vegetation condition.
Sediment depth at the outlet control structure and at a minimum one other location.
Identification of potential structural failures and repair needs.

Other pond conditions such as vegetation growth.

8. Repair recommendations.

Debris and Litter Removal.

1. Debris and litter removal from the pond shall be completed at least once a month.

No ook~ wbdeE



2. Particular attention should be paid to debris accumulating around the culvert outlet pipes
to prevent potential clogging.
c. Erosion Control.
i. The pond side slopes and embankments may suffer from periodic slumpage and erosion.
ii. Corrective measures shall include re-grading, filling and re-vegetation of the eroded or slumping
areas.
iii. Rip rap at the pond outlet should be inspected for displacement or undermining. Repairs shall be
made upon discovery.
d. Nuisance Control.
i. Biological control of mosquitoes is preferred over chemical control. Consultation with local
WDNR officials is recommended prior to the introduction of any biological control.
ii. Maintaining the native grass perimeter will aide in the control of geese.
iii. Mechanical controls should be used when feasible.

NON-ROUTINE MAINTENANCE
a. Structural Repairs and Replacement.

i. The outlets of the ponds have been constructed utilizing concrete pipe. The estimate life of these
structures is 75 to 100 years. Annual inspection of the structures will disclose any potential
structural problems. If structural problems appear, repair or replace the outlet.

ii. Annual inspection of the embankments shall be conducted to disclose any potential leaks or
seepage through the embankments. If any appear to exist, corrective measures shall be taken.
b. Sediment Removal.

i. A sediment clean out cycle of 10 to 15 years is recommended. Sediment removal may be
necessary prior to 10 years if there is a substantial amount of land disturbance occurring within
the contributory watershed. Annual inspections shall be made to ensure that the design depth and
the available volume for storage is maintained.

ii. Sediment removed from the pond bottoms shall be hauled to an upland area, spread and stabilized
with vegetative material.

iii. Itis recommended that the sediment be tested to determine if land filling is necessary. Contact
the local DNR prior to sediment sampling and testing to insure compliance with State standards
and regulations.

RESPONSIBLE PARTY & FINANCIAL FUNDING

a. The responsible party for the operation, inspection, and maintenance of the dry detention ponds has been
designated in the Storm Water Management Practice Maintenance Agreement.

b. The responsible party shall establish a perpetual maintenance fund to ensure that the ponds are properly
inspected, maintained, and repaired.

ADDITIONAL CONSIDERATIONS TO IMPROVE POND WATER QUALITY AND REDUCE
MAINTENANCE COSTS.
a. General.
i. Improper disposal of yard wastes will affect the quality of the water exiting the pond and may
cause clogging of the outlet structures.
ii. Improper fertilizer and pesticide application will affect the quality of the water exiting the pond.
iii. Excess lawn watering will affect the quality of the water exiting the pond due to increased water
runoff that may contain fertilizers and pesticides.
b. Yard Care.
i. Itis recommended to consider routine yard care maintenance that is practical and
environmentally sound.



ii. Refer to the U.W. Extension’s “Rethinking Yard Care” for additional information.
Leaves and Yard Trimmings.
i. Itis recommended that leaves and yard trimmings are properly disposed of.
ii. Refer to the U.W. Extension’s “Managing Leaves and Yard Trimmings” for further information.
Lawn and Garden Fertilizers.
i. Itis recommended to control fertilizer applications on lawn and gardens so as not to be
detrimental to the quality of the water exiting the ponds.
ii. Refer to the U.W. Extension’s “Lawn and Garden Fertilizers” for further information.
Lawn and Garden Pesticides.
i. Lawn and garden pesticides may pollute surface and ground water.
ii. Refer to the U.W. Extension’s “Lawn and Garden Pesticides” for further information.
Lawn Watering.
i. Excess lawn watering will wash pollutants into the ponds.
ii. Referto the U.W. Extension’s “Lawn Watering” for further information.
Lawn Weed Control.
i. Proper turf management will lower the amount of the chemicals that may runoff into the ponds
during rain events.
ii. Refer to the U.W. Extension’s “Lawn Weed Control” for further information.



EXHIBIT C: Legal Description

The following description identifies the land parcels affected by this Agreement. Additional plans, maps and support

data may be on file or in the possession of the owner/developer, the Village of Darien, Walworth County, or the design
professional.

Legal Description of the Properties:

A PARCEL OF LAND LOCATED IN THE WESTERN 1/2 OF THE SOUTHEAST 1/4 OF SECTION 38 IN
TOWNSHIP 2 NORTH, RANGE 15 EAST, IN THE VILLAGE OF DARIEN, WALWORTH COUNTY,
WISCONSIN.

MORE PARTICULARLY DESCRIBED AS:

COMMENCING FROM THE SOUTHWEST CORNER OF THE SOUTHEAST QUARTER OF SECTION 28
TOWNSHIP 2 NORTH RANGE 15 EAST; THENCE NO01°26'17"W ALONG THE WESTERN QUARTER
SECTION LINE OF SAID QUARTER SECTION TO A POINT 524.77* TO THE PLACE OF BEGINNING;
THENCE N01°26'17""W ALONG SAID QUARTER SECTION LINE TO APOINT 732.01"; THENCE N87°36'27"'E
433.11"; THENCE NO01°32'33"W 506.00'; THENCE N87°36'26"E 888.08"'; THENCE S01°29'02"E 1159.61";
THENCE S63°55'07"'W 1118.68"; THENCE NO01°24'53"W 376.38'; THENCE S86°37'06""W 304.56" TO THE
PLACE OF BEGINNING.
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Property Details
Municipality: VILLAGE OF DARIEN
Parcel Number: QVD 00150
School District: 1380-DELAVAN-DARIEN SCHOOL DI
Zoning District:

v
I

Owner Information

Owner Name: FETTIG INDUSTRIES INC
Owner Name 2:
] Mailing Address: N2900 FOUNDRY RD

A DARIEN WI, 531141441

2022 Valuation Information

Land: $193,700.00
Improvements: $4,015,900.00

Total: $4,209,600.00

Acres: 10.0000

First Dollar Credit: $57.87
Special Assessment: $0.00
Delinquent Utility Charge: $0.00
Managed Forest Land Taxes: $0.00

Tax Information

School Credit:
Lottery Credit:
Special Charges:

$6,710.94
$0.00
$0.00

Fair Market Value:
Assessment Ratio:
Mill Rate:

$5,576,000.00
0.7549525690
0.0266081470

Private Forest Crop Taxes: $0.00
Total Billed: $111,951.79 Woodland Tax Law Taxes: $0.00

Net Tax $111,951.79

Tax Jurisdictions

DELAVAN-DARIEN SCHOOL DIST $31250.48

WAL CTY METRO SEWER $0.00
WALWORTH COUNTY $16187.95
VILLAGE OF DARIEN $61016.54
GATEWAY TECHNICAL $3554.69

Elected Officials / Voting Districts

Supervisory District: Ryan G. Simons (D5)
State Representative: Ellen Schutt (R) (Wisconsin's 31st Assembly District)
State Senator: Stephen Nass (R) (Wisconsin's 11th Senate District)
US Representative: Bryan Steil (R) (Wisconsin's 1st District)
US Senator; Ron Johnson (R), Tammy Baldwin (D)

Special Assessments / Charges

Soil Classification

Soil Type Soil Name Acres
PsB PLANO SILT LOAM, 2 TO 6 PERCENT SLOPES 23.4509
WhB WARSAW SILT LOAM, 2 TO 6 PERCENT SLOPES 22.0486

Dt DRUMMER SILT LOAM, GRAVELLY SUBSTRATUM 41112

WhC2 'ARSAW SILT LOAM, 6 TO 12 PERCENT SLOPES, ERODE 3.3571

Property Address
N2900 FOUNDRY RD DARIEN

Leqgal Description

THAT PT ASSESSED BY STATE OF PARCEL LOCATED IN SE1/4 SEC 28 &
NE1/4 SEC 33 ALL IN T2N R15E DESC AS COM S 1/4 COR SEC 28 T2N R15E,
S1D05'58"E 89.39' TO POB, N63D56'09"E 335.23', N1D25'01"W 484.90',
S86D39'16"W 304.53', N1D26'07"W 732.13', N87D44'40"E 431.99',
N1D25'18"W 505.92', N87D33'08"E 888.01', S1D28'19"E 1159.24'
N63D54'36"E 1452.83', S1D31'52"E 1091.77' TO C/L HWY, S56D53'40"W
347.25', N33D06'20"W 341.67', S56D52'08"W 180.74', N12D32'50"W 114.50",
S87D39'45"W 125.88', S2D23'E 596.71' TO C/L HWY, S56D50'31"W 1938.50',
N2D05'42"W 520.03', N1D05'36"W 773.71', S63D56'55"W 249.47",
N1D05'58"W 72.84' TO POB. EXC. RR ANNEXED TO VILLAGE UNDER DOC.
#420325. OMITS B D 28-3A2, B D 28-8, B D 33-3 & B D 33-5; ASSESSED BY
DEPT OF REVENUE

Disclaimer

The information provided in this property information page is not official information. All official tax information is recorded in the Walworth
County Treasurer’s Office. To verify tax payment/payoff status, contact the Walworth County Treasurer’s Office at 262-741-4251.
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L.. A Surface Water Data Viewer Map regend

I — Wetland Indicators

DEPT. OF NATURAL RESOURCES
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Riverine/ditch Class Areas
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Wetland Class Points
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Confirmations
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Yes

Notes

0.3 0 0.13 0.3 Miles DISCLAIMER: The information shown on these maps has been obtained from various
e ——— . sources, and are of varying age, reliability and resolution. These maps are not intended to be
used for navigation, nor are these maps an authoritative source of information about legal land
ownership or public access. No warranty, expressed or implied, is made regarding accuracy,
applicability for a particular use, completeness, or legality of the information depicted on this

NAD_1983_HARN_Wisconsin_TM 1 71920 map. For more information, see the DNR Legal Notices web page: http://dnr.wi.gov/legal/
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NOAA Atlas 14, Volume 8, Version 2
Location name: Darien, Wisconsin, USA*
Latitude: 42.5953°, Longitude: -88.7229°

Elevation: 910.44 ft**

* source: ESRI Maps

** source: USGS

Precipitation Frequency Data Server
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Sanja Perica, Deborah Martin, Sandra Pavlovic, Ishani Roy, Michael St. Laurent, Carl Trypaluk, Dale
Unruh, Michael Yekta, Geoffery Bonnin

NOAA, National Weather Service, Silver Spring, Maryland

PF_tabular | PF_graphical | Maps_&_aerials

PF tabular
| PDS-based point precipitation frequency estimates with 90% confidence intervals (in inches)1 |
. | Average recurrence interval (years) |
Duration
[ 1 | 2 || 5 | 10 25 50 100 || 200 || 500 | 1000 |
5-min 0.355 0.415 0.513 0.596 0.712 0.801 0.892 0.985 1.11 1.20
(0.275-0.455)|/(0.321-0.532)||(0.396-0.659)|((0.458-0.767)|((0.531-0.932)|((0.586-1.06)||(0.634-1.19)||(0.676-1.34)||(0.736-1.53)|((0.782-1.67)
10-min 0.519 0.607 0.752 0.873 1.04 1.17 1.31 1.44 1.62 1.76
(0.402-0.666)||(0.470-0.779)|((0.580-0.965)|| (0.671-1.12) || (0.778-1.37) ||(0.859-1.55)||(0.929-1.75)|[(0.990-1.95)|| (1.08-2.23) || (1.15-2.44)
15-min 0.633 0.740 0.917 1.07 1.27 1.43 1.59 1.76 1.98 215
(0.491-0.812)|/(0.573-0.949)|| (0.708-1.18) || (0.818-1.37) || (0.948-1.67) || (1.05-1.89) || (1.13-2.13) || (1.21-2.38) || (1.32-2.72) || (1.40-2.98)
30-min 0.900 1.05 1.31 1.52 1.82 2.04 2.28 2.51 2.83 3.07
(0.697-1.15) || (0.816-1.35) || (1.01-1.68) || (1.17-1.96) || (1.35-2.38) || (1.50-2.70) || (1.62-3.04) || (1.72-3.41) || (1.88-3.89) || (1.99-4.26)
60-min 1.15 1.36 1.71 2.00 2.41 2.73 3.05 3.39 3.83 417
(0.894-1.48) || (1.06-1.75) || (1.32-2.20) || (1.54-2.58) || (1.80-3.16) || (2.00-3.60) || (2.17-4.08) || (2.32-4.59) || (2.54-5.27) || (2.71-5.79)
2.hr 1.41 1.67 2.1 2.49 3.01 3.42 3.83 4.26 4.83 5.27
(1.10-1.78) || (1.31-2.12) || (1.65-2.68) || (1.93-3.16) || (2.27-3.90) || (2.53-4.46) || (2.75-5.08) || (2.95-5.73) || (3.24-6.60) || (3.46-7.26)
3-hr 1.55 1.85 2.35 2.78 3.38 3.85 4.33 4.84 5.52 6.04
(1.23-1.96) || (1.46-2.33) || (1.85-2.97) || (2.17-3.51) || (2.57-4.36) || (2.87-5.01) || (3.14-5.72) || (3.38-6.48) || (3.72-7.51) || (3.99-8.28)
6-hr 1.83 217 2.74 3.24 3.95 4.52 5.11 5.74 6.60 7.27
(1.46-2.28) || (1.73-2.70) || (2.18-3.42) || (2.56-4.05) || (3.04-5.07) || (3.41-5.84) || (3.75-6.70) || (4.05-7.64) || (4.50-8.92) || (4.84-9.90)
12-hr 2.16 2.50 3.10 3.64 4.42 5.07 5.75 6.48 7.50 8.31
(1.74-2.66) || (2.02-3.08) || (2.50-3.83) || (2.91-4.50) || (3.46-5.64) || (3.88-6.50) || (4.27-7.48) || (4.63-8.57) || (5.18-10.1) || (5.59-11.2)
24-hr 2.49 2.86 3.51 4.09 4.95 5.67 6.44 7.26 8.41 9.34
(2.03-3.03) || (2.33-3.48) || (2.85-4.27) || (3.31-5.00) || (3.92-6.25) || (4.39-7.20) || (4.83-8.30) || (5.25-9.52) || (5.87-11.2) || (6.35-12.5)
2.da 2.82 3.25 4.00 4.67 5.65 6.45 7.30 8.21 9.47 10.5
Y (2.33-3.39) || (2.69-3.91) || (3.29-4.82) || (3.82-5.64) || (4.52-7.04) || (5.05-8.10) || (5.54-9.32) || (6.00-10.7) || (6.68-12.5) || (7.20-14.0)
3-da 3.09 3.54 4.33 5.03 6.06 6.91 7.80 8.75 10.1 1.1
Yy (2.57-3.68) || (2.94-4.23) || (3.59-5.18) || (4.15-6.04) || (4.88-7.50) || (5.44-8.61) || (5.95-9.89) || (6.43-11.3) || (7.15-13.3) || (7.69-14.8)
4-da 3.32 3.79 4.60 5.32 6.38 7.25 8.16 9.14 10.5 11.6
y (2.78-3.94) || (3.16-4.50) || (3.83-5.47) || (4.41-6.35) || (5.16-7.86) || (5.73-9.00) || (6.26-10.3) || (6.75-11.8) || (7.49-13.8) || (8.05-15.3)
7-da 3.92 4.42 5.29 6.06 7.18 8.10 9.07 10.1 11.5 12.7
y (3.31-4.61) || (3.73-5.20) || (4.45-6.23) || (5.07-7.16) || (5.86-8.75) || (6.46-9.96) || (7.01-11.3) || (7.52-12.9) || (8.29-15.0) || (8.87-16.6)
10-da 4.46 5.01 5.94 6.76 7.94 8.90 9.91 11.0 12.4 13.6
Yy (3.79-5.21) || (4.25-5.85) || (5.03-6.96) || (5.69-7.94) || (6.52-9.61) || (7.14-10.9) || (7.70-12.3) || (8.21-13.9) || (8.98-16.1) || (9.56-17.8)
20-da 6.09 6.80 7.99 8.98 10.4 1.4 12.5 13.6 15.1 16.2
d (5.23-7.02) || (5.85-7.85) || (6.84-9.23) || (7.65-10.4) || (8.56-12.3) || (9.25-13.7) || (9.81-15.3) || (10.3-17.0) || (11.0-19.3) || (11.5-21.0)
30-da 7.53 8.40 9.81 10.9 12.5 13.6 14.7 15.8 17.3 18.3
y (6.52-8.62) || (7.27-9.63) || (8.46-11.3) || (9.39-12.6) || (10.4-14.7) || (11.1-16.2) || (11.6-17.9) |[ (12.0-19.7) || (12.6-21.9) || (13.1-23.7)
45-da 9.46 10.5 12.2 13.5 15.2 16.4 17.6 18.7 20.0 20.9
y (8.25-10.7) || (9.18-12.0) || (10.6-13.9) || (11.7-15.5) || (12.7-17.7) || (13.4-19.4) || (13.9-21.1) || (14.2-23.0) || (14.7-25.2) || (15.0-26.9)
60-da 1.2 124 14.3 15.8 17.6 18.9 20.0 211 22.2 23.0
y (9.80-12.6) || (10.9-14.0) || (12.5-16.2) || (13.7-17.9) || (14.7-20.3) || (15.5-22.1) || (15.9-23.9) || (16.1-25.7) || (16.4-27.9) || (16.6-29.5)
1 Precipitation frequency (PF) estimates in this table are based on frequency analysis of partial duration series (PDS).
Numbers in parenthesis are PF estimates at lower and upper bounds of the 90% confidence interval. The probability that precipitation frequency estimates
(for a given duration and average recurrence interval) will be greater than the upper bound (or less than the lower bound) is 5%. Estimates at upper
bounds are not checked against probable maximum precipitation (PMP) estimates and may be higher than currently valid PMP values.
Please refer to NOAA Atlas 14 document for more information.

Back to Top

PF graphical

https://hdsc.nws.noaa.gov/hdsc/pfds/pfds_printpage.html?lat=42.5953&lon=-88.7229&data=depth&units=english&series=pds
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PDS-based depth-duration-frequency (DDF) curves
Latitude: 42.5953°, Longitude: -88.7229"
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Maps & aerials

Small scale terrain

https://hdsc.nws.noaa.gov/hdsc/pfds/pfds_printpage.htmli?lat=42.5953&lon=-88.7229&data=depth&units=english&series=pds
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Large scale terrain

Racine
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Large scale aerial
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US Department of Commerce
National Oceanic and Atmospheric Administration
National Weather Service
National Water Center
1325 East West Highway
Silver Spring, MD 20910

Questions?: HDSC.Questions@noaa.gov

Disclaimer

https://hdsc.nws.noaa.gov/hdsc/pfds/pfds_printpage.html?lat=42.5953&lon=-88.7229&data=depth&units=english&series=pds 4/4
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Endangered Resources Preliminary Assessment

Created on 10/27/2023. This report is good for one year after the created date.

DNR staff will be reviewing the ER Preliminary Assessments to verify the results provided by the Public Portal. ER Preliminary Assessments are only
valid if the project habitat and waterway-related questions are answered accurately based on current site conditions. If an assessment is deemed
invalid, a full ER review may be required even if the assessment indicated otherwise.

= Results

A search was conducted of the NHI Portal within a 1-mile buffer (for terrestrial and wetland species) and a 2-mile buffer (for aquatic species) of the
project area. Based on these search results, below are your next steps.

No further action is necessary.

This project is covered by the Broad Incidental Take Permit/Authorization for No/Low Impact Activities (No/Low BITP/A)
(https://dnr.wi.gov/topic/ERReview/ITNoLowlmpact.html). This BITP/A covers projects that the DNR has determined will have no impact or a minimal
impact to endangered and threatened species in the state. Due to this coverage under the No/Low BITP/A, a formal review letter is not needed and
there are no actions that need to be taken to comply with state and/or federal endangered species laws, any take that may result from the proposed
project is permitted/authorized.

A copy of this document can be kept on file and submitted with any other necessary DNR permit applications to show that the need for an ER Review
has been met. This notice only addresses endangered resources issues. This notice does not constitute DNR authorization of the proposed project
and does not exempt the project from securing necessary permits and approvals from the DNR and/or other permitting authorities.

= Project Information

Landowner name Fettig Industries Inc
Project address 110 Badger Pkwy, Darien, Wl 53114
Project description Addition to the existing Plasticraft Corporation building

= Project Questions

Does the project involve a public property? No
Is there any federal involvement with the project? No
Is the project a utility, agricultural, forestry or bulk sampling (associated with mining) project? No
Is the project property in Managed Forest Law or Managed Forest Tax Law? No
Project involves tree or shrub removal? No
Is project near (within 300 ft) a waterbody or a shoreline? No
Is project within a waterbody or along the shoreline? No

Does the project area (including access routes, staging areas, laydown yards, select sites, sourceffill sites, etc.) occur entirely within one or more of
the following habitats?

Urban/residential No

Manicured lawn No

Public Portal ID: jsXWRYQY]j
10/27/2023, 2:05:20 PM 1of 3



Artificial/paved surface No
Agricultural land Yes

Areas covered in crushed stone or gravel Yes

Public Portal ID: jsXWRYQY]j
10/27/2023, 2:05:20 PM 20of3



= Project Area Maps
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The information shown on these maps has been obtained from various sources, and is of varying age, reliability and resolution. These maps are not intended to be used for
navigation, nor are these maps an authoritative source of information about legal land ownership or public accéss. Users of these maps should confirm the ownership of land
thro_ug?h other means in order to avoid trespassmg%. No warranty, expressed or implied, is made regarding accuracy, applicability for a particular use, completeness, or legality of
the information depicted on this map. For more information, see the DNR Legal Notices web page: http://dnr.wi.gov/legal/.

https://dnrx.wisconsin.gov/nhiportal/public
101 S. Webster Street . PO Box 7921 . Madison, Wisconsin 53707-7921

Public Portal ID: jsxwWRYQY]
10/27/2023, 2:05:20 PM 3of 3



Soil Loss & Sediment Discharge Calculation Tool
for use on Construction Sites in the State of Wisconsin

WDNR Official Version 1.0 (05-15-2015) WISCONSIN
YEAR 1 DEPT. OF NATURAL RESOURCES
Developer: Ryan Cardinal PE, Cardinal Engineering LLC
Project: Fettig Industries, Inc.
Date: 10/31/2023
County: Walworth - “ Version 1.0
Soil Slope Sediment Control Sediment
Period |Annual R Erodibility K | Slope | Length LS |Land Cover| Soilloss A Practice Discharge
Activity Begin Date | End Date % R Factor | Sub Soil Texture Factor (%) (feet) | Factor | C Factor (tons/acre) (tons/acre)
Bare Ground | 3/1/2024 6/1/2024 18.5% 140 Silt Loam - 0.43 0.6% 2165 0.19 1.00 2.1 Silt Fence © 1.1
Seed with Mulch or Er - || 6/1/2024 | 9/30/2024 | 70.4% 140 Silt Loam 0.43 0.6% 2165 0.19 0.10 0.8 Silt Fence v| 0.1
End ~| 93012024 | - | e | e | e 0.6% 2165 019 | - | e Silt Fence - 0.0
- e e - e e 0.0% 2165 | - | - | - Sediment Basin + 0.0
1 [ [Ny [ [ e N — 0.0% [0 U, i T — Sediment Basin + 0.0
- - e e e 0.0% (O T e - 0.0
TOTAL 2.9 TOTAL 1.2
% Reduction
Notes: Required NONE

See Help Page for further descriptions of variables and items in drop-down boxes.
The last land disturbing activity on each sheet must be 'End'. This is either 12 months from the start of construction or final stabilization.

For periods of construction that exceed 12 months, please demonstrate that 5 tons/acre/year is not exceeded in any given 12 month period.

Recommended Permanent Seeding Dates:

4/1-5/15 and

Thaw-6/30

8/7-8/29  Turf, introduced grasses and legumes
Native Grasses, forbs, and legumes

G:\Shared drives\Cardinal Office\Projects\21493- Plasticraft - Fettig - 110 Badger Parkway, Darien\ENG DATA\USLE\PLASTICRAFT - USLE.xls

NOTE: THIS TOOL ONLY ADDRESSED SOIL EROSION
DUE TO SHEET FLOW. MEASURES TO CONTROL
CHANNEL EROSION MAY ALSO BE REQUIRED TO MEET
SEDIMENT DISCHARGE REQUIREMENTS.

Designed By:

Garrett Riggs

Date

10/30/2023
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	VILLAGE OF DARIEN PLAN COMMISSION MEETING
	Thursday, November 9, 2023 – 6:00 PM
	Darien Village Hall
	24 N. Wisconsin St., Darien, WI 53114
	1. Call to Order.  In President Jane Stile’s absence, Trustee and acting Chairperson Ken Truckey called the meeting to order at 6:00 p.m. at Darien Village Hall and via Zoom teleconference.
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